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Description
Thirty-three Short Frosted pendants are suspended from a 144” canopy in a playful 
pattern. 

Features
•	 Includes 33 adjustable 96” cables – no cutting or splicing of wires is required
•	 Excess cable stays coiled inside powder-coated steel canopy
•	 Remote driver location
•	 Damp location rated
•	 Max. overall height (ceiling to bottom of pendant):  101”

Specifications
•	 Color Rendering Index: 90CRI
•	 LED Color Temperature: 3000K (standard)
•	 Pendant Light Source: 2W / 86 Lm per pendant
•	 Input Voltage: 120-277VAC - 50/60Hz
•	 Fixture Wattage: 66W
•	 Delivered Lumens: 2805 Lm
•	 For recommended dimmers, see http://blackjacklighting.com

Options
	• Upgradeable to 2700K, 3500K, or 4000K / 90 CRI
	• Available in BL - Matte Black or WH - White

ORDERING GUIDE
Volts/Dimming Finish Color Temp. 

27K 2700K 
30K 3000K 
35K 3500K 
40K 4000K 

Series Length

Linear
Short Frosted
Step Pattern

LSB 144P

27U
120-277VAC

Universal Dimming

27U

BL Black
WH White

Example: LSB-144P-BL-27U-30K

144P 144” Canopy 
Length

Dimensions


