
•	Standard black or polished chrome faceplate (with a black housing)
•	Canopy comes without pendants (ordered separately)
•	When ordered with pendants, canopy ships with pendants 
assembled and pre-installed on canopy
•	Fabricated steel construction
•	Driver located in canopy housing
•	Damp location rated

•  Input Voltage: 100-277 VAC 50/60Hz

•	Available with white front faceplate
•	Available with 60W or higher wattage driver

•  Wattage: 20W driver is standard for 38” canopy

Features 

Custom

Specifications 

•  Dimming: TRIAC, ELV or 0-10V dimmable
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•	For recommended dimmers and downloadable IES & 
LM 79 files, see blackjacklighting.com 

 (20W Standard)

BL Matte Black
PC Polished Chrome

3818”  38” 
Length 18 Ports 60W 60 Watt Driver

20W 20 Watt Driver

C-MCL 3818 20W

Family Size/Type Finish  Volts/Dimming   Driver Watts

ORDERING GUIDE CUSTOM OPTIONS 

Example:  C-MCL-3818-BL-27V-20W  (27V Standard)

27V 120-277VAC, 
TRIAC, ELV or 0-10V 

Dimming 

27V

PENDANTS TO 
BE ORDERED 
SEPRATELY

Type: Quantity:Project:

Note: SKU#:

Multi-Port Canopy - 38” Rectangle/18 Ports

C - MCL - 3818 27V


