
•	Available in Satin Nickel finish
•	Proprietary light guide materials heighten the aesthetics and evenly 
distribute the light
•	Comes with an adjustable 12’ stainless steel aircraft cable
•	Suspension cable adjusts easily with grippers
•	Driver located in canopy housing
•	Damp location rated

•  Input Voltage: 120 VAC 50/60Hz

•	Optional upgrade: 120-277V input driver with universal 
dimming 

•  Wattage: 14w 
•  Delivered lumens: 987lm 

Features 

Custom

Description
Edge-lit rings in three sizes and a variety of spacers create 
striking modern pendants that are small, medium and tall. 
Standard 12’ cable adjusts with grippers.

•  Color Rendering Index: 90 CRI
•  LED color temperature: 3000K

Specifications 

•  Dimming: TRIAC dimmable

tel: (847) 941-0588
fax: (847) 306-3432
email: sales@blackjacklighting.com

•  Fixture weight: 7.35 lb. (3.3 kg)

Blackjacklighting.com
1547 Barclay Blvd. 
Buffalo Grove IL, 60089

We reserve the right to change, 
modify or upgrade our products without notice.

© 2019 Blackjack Lighting LLC

•	For recommended dimmers and downloadable IES & LM 79 
files, see blackjacklighting.com 

(1T Standard) (12T Standard) (30K Standard)

12T 30K

SN Satin Nickel13P 13” Single 
Tier Pendant

Example: STX-13P-SN-1T-12T-30K

27U 120-277VAC, 
Universal Dimming 

12T 120VAC, 
Triac Dimming 

1T One Tier 30K 3000K 

STX 13P SN 30K12T1T

Family Size/Type Finish  Volts/Dimming   Tiers Color Temp.   

ORDERING GUIDE CUSTOM OPTIONS 

13"

4.7"

33.2 cm

11.9 c m

adjustable 6  

to 144   
15.2 cm to 365 cm

7.25”
18.4 cm

Type: Quantity:Project:

Note: SKU#:

13” Staxx Single Tier Pendant

1TSTX- 13P -  SN


